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TILT: 7° DEGREES
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ARRAY 2 - 56.4 kW
Mﬁﬂ f“;l vélgggégg NEW COLUMBIA SOLAR
AZMUTH 9" DEGREES UNDERGROUND CONDUIT RUN TO——| PHONE: (202) 810-1661
\‘ THE RIGHT SIDE OF THE BUILDING ADDRESS:
UNDERGROUND CONDUIT: 401 NEW YORK AVE NE

FROM THE CANOPY OVERHEAD WASHINGTON, DC 20002

CONDUIT RUN LIC. NO.: 410516000434

FRONT ELEVATION
INVERTER POLE MOUNTED C 400A AC ACCUMULATION PANEL

h N INVERTER LOCATION
TRENCHBORING \
N\
NEW AC ACCUMULATION PANEL m— = 7 R e O e e
REF.TO W(FRONT ELEVAT\ON) I PERMISSION FROM CONTRACTOR IS IN
i VIOLATION OF U.S. COPYRIGHT LAWS
‘ I AND WILL BE SUBJECT TO CIVIL
Ll D DAMAGES AND PROSECUTIONS.
PLAYGROUND 0 . 171,69 kWp (DC)
FENCING \‘* I ;: % NEW PV SYSTEM: 3705p (ac)
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‘ | : WASHINGTON, DC 20018
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"_‘ I PAPER SIZE: 11" x 17" (ANSI B)
’}fmmi ;3%4&'?; N | SCALE: 1/32" =1'-0"
TILT: 5° DEGREES T
AZIMUTH: 180 DEGREES + DATE: 04.17.2018
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